
kg

Max. pressure
Pression
Druck
Presión
Pressione

r.p.m.
tr./min.
u.p.m.
r/min.
g./min.

Power
Puissance
Leistung
Potencia
Potenza

Flow rate
Débit
Förderleistung
Caudal
Portata

Weight
Poids
Gewicht
Peso
Peso

l/min. kW

Pump type
Type de pompe
Pumpentype
Tipo de bomba
Tipo di pompa

G.P.M.
(U.S.A.)

Dimensions
Dimensions
Dimension
Dimensiones
Dimensioni

mmhp

1000

298x252x176

321x224x176

321x224x176

298x252x176

321x224x176

W101

W131

W151

W92

W132

15

15

15

18

18

2,94

4,04

4,04

2,94

4,04

4

5,5

5,5

4

5,5

100

130

150

90

130

1450

1885

2175

1300

1885

1450

WS171

WS133

WS101

WS131

WS151

WS92

WS132

WS82

WS102

13

13

15

15

15

18

18,7

21

21

4,04

2,94

2,94

4,04

4,04

2,94

4,04

2,94

4,04

5,5

4

4

5,5

5,5

4

5,5

4

5,5

170

120

100

130

150

90

120

80

100

2465

1750

1450

1885

2175

1300

1750

1160

1450

3.96

3.96

3.96

4.75

4.75

3.43

3.43

3.96

3.96

3.96

4.75

4.94

5.55

5.55

14

14,5

14,5

14

14,5

14,5

14

14

14,5

14,5

14

14,5

14

14,5

321x224x176

298x224x176

298x224x176

321x224x176

321x224x176

298x224x176

321x224x176

 298x224x176

321x224x176

10

13

15

9

13

17

12

10

13

15

9

12

8

10

4747 series

1750 298x224x176

W913

W912

W914

15

18

21

3,67

3,67

4,04

5

5

5,5

14

130

100

100

1885

1450

1450

3.96

4.75

5.55

13

10

10 321x224x17614,5

298x224x17614
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4747 series

kg

Max. pressure
Pression
Druck
Presión
Pressione

r.p.m.
tr./min.
u.p.m.
r/min.
g./min.

Power
Puissance
Leistung
Potencia
Potenza

Flow rate
Débit
Förderleistung
Caudal
Portata

Weight
Poids
Gewicht
Peso
Peso

l/min. kW

Pump type
Type de pompe
Pumpentype
Tipo de bomba
Tipo di pompa

G.P.M.
(U.S.A.)

Dimensions
Dimensions
Dimension
Dimensiones
Dimensioni

mmhp

1450 321x224x176

WS201

WS162

WS152

WS202

15

18

21

21

5,51

5,51

5,51

7,35

7,5

7,5

7,5

10

14,5

200

160

150

200

2900

2320

2175

2900

1000 321x252x176
W201

W162

15

18

5,51

5,51

7,5

7,5
14,5

200

160

2900

2320

321x224x176

W921

W916

W922

3.96

4.75

3.96

4.75

5.55

5.55

15

18

21

3.96

4.75

5.55

14,5

20

16

15

20

1750

200

160

200

2900

2320

2900

5,51

5,51

7,35

7,5

7,5

10

20

16

20

20

16
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1750 321x234x176W928 15 8,08 11 14,5275 40003.96 27,5

kg

Max. pressure
Pression
Druck
Presión
Pressione

r.p.m.
tr./min.
u.p.m.
r/min.
g./min.

Power
Puissance
Leistung
Potencia
Potenza

Flow rate
Débit
Förderleistung
Caudal
Portata

Weight
Poids
Gewicht
Peso
Peso

l/min. kW

Pump type
Type de pompe
Pumpentype
Tipo de bomba
Tipo di pompa

G.P.M.
(U.S.A.)

Dimensions
Dimensions
Dimension
Dimensiones
Dimensioni

mmhp

WS1630 30 9,2 12,5 15160 23207.92 16 326x234x180

WS1630

W928

WS251
WS252

4747 series

WS252 21 10,29 14 14,5250 36255.55 25 321x234x176

WS251 15 7,35 10 14,5250 36253.96 25 321x234x176

1450

bar p.s.i.MPa

40

Prinect Color Editor
Page is color controlled with Prinect Color Editor 2.0.56Copyright 2004 Heidelberger Druckmaschinen AGTo view actual document colors and color spaces, pleasedownload free Prinect Color Editor (Viewer) Plug-In from:http://www.heidelberg.comApplied Color Management Settings:Output Intent (Press Profile): OffsetEuro U360 K85 V25PO4.icmRGB Image:Profile: ECI_RGB.iccRendering Intent: PerceptualBlack Point Compensation: noRGB Graphic:Profile: ECI_RGB.iccRendering Intent: SaturationBlack Point Compensation: noDevice Independent Image:Rendering Intent: PerceptualBlack Point Compensation: noDevice Independent Graphic:Rendering Intent: SaturationBlack Point Compensation: noTurn R=G=B (Tolerance 0.5%) Graphic into Gray: yesCMM for overprinting CMYK graphic: yesGray Image: Apply CMYK Profile: noGray Graphic: Apply CMYK Profile: noTreat Calibrated RGB as Device RGB: noTreat Calibrated Gray as Device Gray: yesRemove embedded non-CMYK Profiles: noRemove embedded CMYK Profiles: yesApplied Miscellaneous Settings:All Colors to knockout: noPure black to overprint: yes  Limit: 100%Turn Overprint CMYK White to Knockout: yesTurn Overprinting Device Gray to K: yesEnable Overprint in Device CMYK: noCreate "All" from 4x100% CMYK: noDelete "All" Colors: noConvert "All" to K: no



INTERPUMPGROUP

1.131.914.57.3510.017502900202005.5521W922

1.131.914.54.045.517501450101005.5521W914

1.131.914.55.517.514502320161604.7518WS162

31.9

30.8

31.9

31.9

30.8

31.9

31.9

31.9

30.8

31.9

30.8

31.9

31.9

31.9

30.8

31.9

30.8

31.9

31.9

30.8

31.9

31.9

31.9

30.8

Ibs

1.014.02.944.014501450101003.9615WS101

1.014.03.675.017501885131303.9615W913

1.114.55.517.514502900202003.9615WS201

1.014.02.944.014501750121203.4313WS133

1.114.58.0811.01750400027.52753.9615
W928

T9281

1.114.55.517.517502900202003.9615W921

1.114.54.045.514502175151503.9615WS151

1.114.54.045.514501885131303.9615WS131

1.114.54.045.514502465171703.4313WS171

1.114.55.517.510002900202003.9615W201

1.114.54.045.510002175151503.9615W151

1.114.54.045.510001885131303.9615W131

1.014.02.944.010001450101003.9615W101

1.114.57.3510.014502900202005.5521WS202

1.114.55.517.514502175151505.5521WS152

1.114.54.045.514501450101005.5521WS102

1.114.55.517.510002320161604.7518W162

1.114.55.517.517502320161604.7518W916

1000

1450

1.014.03.675.017501450101004.7518W912

1.014.02.944.0145011608805.5521WS82

1.114.54.045.514501750121204.9418.7WS132

kW Lt.

1000

1.014.02.944.013009904.7518WS92

1.114.54.045.51885131304.7518W132

1.0

Kg

2.944.0

Hp

Potenza

Power

Puissance

Leistung

Potencia

Poder

14.0

psiMPabargpmL/min

13009904.7518W92

Peso

Weight

Poids

Gewicht

Peso

Peso

g/m

rpm

t/m

upm

r/m

r/m

Pressione

Pressure

Pression

Druck

Presión

Pressão

Portata

Flow rate

Débit

Förderstrom

Caudal

Fluxo

Modello

Model

Modèle

Modell

Modelo

Modelo

S

E

R

I

E

S

47

D

E

P

I

GB

F

ISTRUZIONI D�USO

INSTRUCTIONS FOR USE

MODE D�EMPLOI

BEDIENUNGSANLEITUNG

INSTRUCCIONES DE USO

INSTRUÇÕES DE USO

Questo manuale deve essere letto e compreso in accordo al libretto generico �Istruzioni d�uso e manutenzione�.

This manual must be read and followed in accordance with the generic �Instructions for Use and Maintenance� booklet.

Ce manuel doit être lu et compris en accord avec la notice générale � Mode d�emploi et d�entretien �.

Dieses Handbuch ist in Verbindung mit dem allgemeinen Handbuch � Gebrauchs- und Wartungsanleitung� zu lesen und zu verstehen.

Este manual debe leerse y comprenderse de acuerdo con el manual general �Instrucciones de uso y mantenimiento�

Este manual deve ser lido e interpretado de acordo com o livro genérico  �Instruções de uso e manutenção�



DIS. COD. 47.9524.00

* Fissare con Loctite 542 col. ROSSO

* Affix with Loctite 542 col. RED

* Fixer avec de la Loctite 542 couleur ROUGE

* Mit Loctite 542 ROT befestigen

* Fijar con Loctite 542 col. ROJO

* Fixar com Loctite 542 cor. VERMELHA

1



1Carter pompa47.0100.2218

3Anello rad. Ø 22x32x2.5                  290.1625.0016

6Sede valvola                                  136.2003.665

6Valvola                                          136.2001.766

6Guida valvola                                 136.2002.518

6OR Ø 20.24x2.62 (3081)               4-590.3847.009

6

6

Tappo M24x2x16.5                         4

Tappo M24x2x16.5 � NICKEL          5

98.2220.00

98.2222.00
10

6Gruppo valvola                               136.7032.0111

8Vite M8x16 UNI 593199.3039.0012

2OR Ø 67.95x2.62 (3325)90.3913.0014

17 3Boccola Ø 22x25x3090.9126.00

6Molla Ø 9.4x14.8                            194.7376.007

2Cuscinetto a rulli 3220691.8375.0015

6OR Ø 17.13x2.62 (3068)                 190.3841.004

DESCRIZIONE � DESCRIPTION - KIT

Testata Ø 20-22

Testata Ø 20-22 - NICKEL

Vite M8x70 UNI 5737

Rosetta Ø 8 UNI 1736

NR

1

1

8

8

COD.

47.1201.41

47.1202.41

99.3206.00

96.7020.00

POS

1

2

3

3Rosetta Ø 14x18.5x0.5                       696.7280.0037

1OR Ø 133.02x2.62 (3525)90.3922.0020

1Tappo carico olio G 3/8�98.2106.0019

1

1

1

Albero � D. PTO - W92�W101

Albero � D. PTO - W132�W151-W162-W201

Albero � D. PTO - W131

47.0200.35

47.0201.35

47.0211.35

21

3Spinotto Ø 13x3597.7380.0024

1Linguetta 8x7x25 UNI 660491.4878.0023

6Anello di fermo Ø 1290.0557.0022

3

3

3

Guida pistone - W162-W201

Guida pistone - W92 �W101

Guida pistone - W132�W131�W151 

47.0503.56

47.0504.66

47.0505.54

25

3Biella completa47.0300.0126

5

5

Vite M6x14 UNI 5931 - W92�W101

Vite M6x30 UNI 5931 - W132�W131

W151-W162-W201

99.1837.00

99.1912.0027

1

1

Coperchio carter - W92-W101

Coperchio carter - W132-W131-W151

W162-W201

47.1600.22

47.1601.2228

3Rosetta Ø 14x28x0.5                         696.7286.0034

6Vite M8x35 UNI 593199.3099.0032

4OR Ø 10.82x1.78 (2043)                    690.3585.0031

1Tappo G 1/4�x998.2041.0030

1Spia livello olio G 3/4�97.5968.0029

3

3

Pistone Ø 20

Pistone Ø 22

47.0404.09

47.0405.09
35

3Anello antiest. Ø 11x14x1.5                690.5067.0036

NRDESCRIZIONE � DESCRIPTION - KITCOD.POS

3Vite fissaggio pistone                      647.2195.6638

2Coperchio cuscinetto47.1510.2239

2Anello rad. Ø 30x55x7                    390.1648.0041

2Spessore97.5678.0040

3OR Ø 34.65x1.78 (2137)    10-14-28-2990.3616.0042

3

3

Anello RESTOP Ø 20             28-69-71

Anello RESTOP Ø 22           29-148-149

90.2704.00

90.2730.00
47

3

3

Anello intermedio Ø 20              28-71

Anello intermedio Ø 22            29-149

47.2169.70

47.2170.70
46

3

3

Anello di testa Ø 20                    7-28

Anello di testa Ø 22                  11-29

47.1000.51

46.1000.51
45

3

3

Anello tenuta Ø 20 HP               28-69

Anello tenuta Ø 22 HP             29-148

90.2705.00

90.2725.00
44

3

3

Anello di fondo Ø 20                 10-28

Anello di fondo Ø 22                 14-29

47.0805.70

47.0806.70
43

1Cappellotto PTO47.2124.5155

1Rosetta Ø 17.5x23x1.596.7380.0054

1Tappo G 3/8�x1398.2100.0053

1Rosetta Ø 21.5x27x1.596.7514.0052

1Tappo G 1/2�x1098.2176.0051

4Rosetta Ø 10 DIN 798096.7106.0050

4Vite M10x18 UNI 593199.3644.0049

2Piedino47.2000.7448

3

3

Anello tenuta Ø 20 LP               28-69

Anello tenuta Ø 22 LP              29-148

90.2710.00

90.2728.00
56

NRDESCRIZIONE � DESCRIPTION - KITCOD.POS

KIT 1

4-5

6-7

8

(11)

6

KIT 2

16

3

KIT 3

41

2

KIT 6

31-34

36-37

38

3

KIT RICAMBI � SPARE KITS

KIT Nr.

Posizioni 

incluse

Positions

included

Nr. Pcs.

OTTONE

BRASS

KIT 4

9-10

6

NICKEL

KIT 5

9-10

6

KIT 11

45

6

KIT 14

42-43

3

KIT 29

42-43

44-45

46-47

56

1

KIT 148

44-47

56

3

PISTONE- PISTON Ø20

KIT 71

46-47

3

KIT 69

44-47

56

3

KIT 28

42-43

44-45

46-47

56

1

KIT 149KIT 10KIT 7

PISTONE- PISTON Ø22

42-43

3

46-47

3

45

6

PISTONE � PISTON

Ø20

W101 - W131

W151

W201

PISTONE � PISTON

Ø22

W92 - W132

W162

OTTONE

BRASS

NICKEL

W92 - W101 - W131

W132 - W151

W162 - W201

2



DIS. COD. 47.9526.00

* Fissare con Loctite 542 col. ROSSO

* Affix with Loctite 542 col. RED

* Fixer avec de la Loctite 542 couleur ROUGE

* Mit Loctite 542 ROT befestigen

* Fijar con Loctite 542 col. ROJO

* Fixar com Loctite 542 cor. VERMELHA

3



1OR Ø 133.02x2.62 (3525)90.3922.0020

1Tappo carico olio G 3/8�98.2106.0019

1

1

Carter pompa

Carter pompa  - WS152-WS202-W921

47.0100.22

47.0102.22
18

3Boccola Ø 22x25x3090.9126.0017

1Coperchio cuscinetto47.1511.2213

3Anello rad. Ø 22x32x2.5                  290.1625.0016

6Sede valvola                                  136.2003.665

6Valvola                                          136.2001.766

6Guida valvola                                 136.2002.518

6OR Ø 20.24x2.62 (3081)               4-590.3847.009

6

6

Tappo M24x2x16.5                         4

Tappo M24x2x16.5 - NICKEL           5

98.2220.00

98.2222.00
10

6Gruppo valvola                               136.7032.0111

8Vite M8x16 UNI 593199.3039.0012

2OR Ø 67.95x2.62 (3325)90.3913.0014

6Molla Ø 9.4x14.8                            194.7376.007

2

2

Cuscinetto 32206

Cuscinetto 32206 - WS152-WS202-W921

91.8375.00

91.8377.00
15

6OR Ø 17.13x2.62 (3068)                 190.3841.004

DESCRIZIONE � DESCRIPTION - KIT

Testata Ø 20

Testata Ø 20 � NICKEL

Vite M8x70 UNI 5737

Rosetta Ø 8 UNI 1736

NR

1

1

8

8

COD.

47.1201.41

47.1202.41

99.3206.00

96.7020.00

POS

1

2

3

3Pistone Ø 2047.0404.0935

3Rosetta Ø 14x28x0.5                      96.7286.0034  

6Vite M8x35 UNI 593199.3099.0032

1

1

1

1

1

1

1

1

Albero - WS102

Albero - WS151-WS201-W916-W914

Albero - WS131

Albero - WS171

Albero - WS82-WS152-WS202

Albero - WS101-W912 

Albero - WS133-W913-W921

Albero - W914-W922

47.0204.35

47.0206.35

47.0210.35

47.0215.35

47.0217.35

47.0218.35

47.0219.35

47.0230.35

21

3Spinotto Ø 13x3597.7380.0024

1Linguetta 8x7x35 UNI 660491.4890.0023

6Anello di fermo Ø 1290.0557.0022

3

3

3

Guida pistone - WS201-W916-WS152-W922

WS202-W921

Guida pistone - WS82-WS101-WS133-W912

W913

Guida pistone - WS102-WS131-WS151

WS171-W914

47.0503.56

47.0504.66

47.0505.54

25

3Biella completa47.0300.0126

5

5

Vite M6x14 UNI 5931 - WS82-WS101

WS133-W912-W913

Vite M6x30 UNI 5931 - WS102-WS131

WS151-WS171-WS201-W916-WS152-WS202

W921-W914-W922

99.1837.00

99.1912.00

27

1

1

Coperchio carter - WS82-WS101-WS133

W912-W913

Coperchio carter - WS102-WS131-WS151

WS171-WS201-W916-WS152-WS202-W921

W914-W922

47.1600.22

47.1601.22

28

4OR Ø 10.82x1.78 (2043)                    690.3585.0031

1Tappo G 1/4�x998.2041.0030

1Spia livello olio G 3/4�97.5968.0029

NRDESCRIZIONE � DESCRIPTION - KITCOD.POS

3Anello antiest. Ø 11x14x1.5             690.5067.0036

3Rosetta Ø 14x18.5x0.5                   696.7280.0037

3OR Ø 34.65x1.78 (2137)            10-2890.3616.0042

1Anello rad. Ø 30x55x7                    390.1648.0041

2Spessore97.5678.0040

1Coperchio cuscinetto47.1510.2239

3Vite fissaggio pistone                      647.2195.6638

3Anello RESTOP Ø 20             28-69-7190.2704.0047

3Anello intermedio Ø 20              28-7147.2169.7046

3Anello di testa Ø 20                    7-2847.1000.5145

3Anello tenuta Ø 20 H.P.             28-6990.2705.0044

3Anello di fondo Ø 20                 10-2847.0805.7043

1Rosetta Ø 17.5x23x1.596.7380.0054

1Tappo G 3/8�x1398.2100.0053

1Rosetta Ø 21.5x27x1.596.7514.0052

1Tappo G 1/2�x1098.2176.0051

4Rosetta Ø 10 DIN 798096.7106.0050

4Vite M10x18 UNI 593199.3644.0049

2Piedino47.2000.7448

3Anello tenuta Ø 20 L.P. 28-6990.2710.0056

NRDESCRIZIONE � DESCRIPTION - KITCOD.POS

KIT 1

4-5

6-7

8

(11)

6

KIT 2

16

3

KIT 3

41

2

KIT 6

31-34

36-37

38

3

KIT RICAMBI � SPARE KITS

KIT Nr.

Posizioni 

incluse

Positions

included

Nr. Pcs.

OTTONE

BRASS

KIT 4

9-10

6

NICKEL

KIT 5

9-10

6

PISTONE- PISTON Ø20

KIT 71

46-47

3

KIT 69

44-47

56

3

KIT 28

42-43

44-45

46-47

56

1

KIT 10KIT 7

42-43

3

45

6

PISTONE � PISTON Ø20

WS82 - WS101 - WS133

W912 - W913 - WS102

WS131 - WS151 - WS171

W914

WS201 - W916 �WS152

WS202 �W921 �W922

OTTONE

BRASS

NICKEL

WS82 - WS101 - WS133

W912 - W913 - WS102

WS131 - WS151

WS171 - WS201 - W916

WS152 - WS202 �W921

W914 �W922

4



DIS. COD. 47.9526.00

* Fissare con Loctite 542 col. ROSSO

* Affix with Loctite 542 col. RED

* Fixer avec de la Loctite 542 couleur ROUGE

* Mit Loctite 542 ROT befestigen

* Fijar con Loctite 542 col. ROJO

* Fixar com Loctite 542 cor. VERMELHA

5



1

1

Albero - WS132-WS162

Albero - WS92 

47.0206.35

47.0218.35
21

1OR Ø 133.02x2.62 (3525)90.3922.0020

1Tappo carico olio G 3/8�98.2106.0019

1Carter pompa47.0100.2218

3Boccola Ø 22x25x3090.9126.0017

1Coperchio cuscinetto47.1511.2213

3Anello rad. Ø 22x32x2.5                  290.1625.0016

6Sede valvola                                  136.2003.665

6Valvola                                          136.2001.766

6Guida valvola                                 136.2002.518

6OR Ø 20.24x2.62 (3081)               4-590.3847.009

6

6

Tappo M24x2x16.5                         4

Tappo M24x2x16.5 - NICKEL           5

98.2220.00

98.2222.00
10

6Gruppo valvola                               136.7032.0111

8Vite M8x16 UNI 593199.3039.0012

2OR Ø 67.95x2.62 (3325)90.3913.0014

6Molla Ø 9.4x14.8                            194.7376.007

2Cuscinetto 3220691.8375.0015

6OR Ø 17.13x2.62 (3068)                 190.3841.004

DESCRIZIONE � DESCRIPTION - KIT

Testata Ø 22

Testata Ø 22 � NICKEL

Vite M8x70 UNI 5737

Rosetta Ø 8 UNI 1736

NR

1

1

8

8

COD.

47.1201.41

47.1202.41

99.3206.00

96.7020.00

POS

1

2

3

3OR Ø 34.65x1.78 (2137)               14-2990.3616.0042

1Anello rad. Ø 30x55x7                       390.1648.0041

2Spessore97.5678.0040

1Coperchio cuscinetto47.1510.2239

3Vite fissaggio pistone                         647.2195.6638

3Rosetta Ø 14x18.5x0.5                       696.7280.0037

3Anello antiest. Ø 11x14x1.5                690.5067.0036

3Pistone Ø 2247.0405.0935

3Rosetta Ø 14x28x0.5                         696.7286.0034  

3Spinotto Ø 13x3597.7380.0024

1Linguetta 8x7x35 UNI 660491.4890.0023

6Anello di fermo Ø 1290.0557.0022

3

3

3

Guida pistone - WS162

Guida pistone - WS92

Guida pistone - WS132

47.0503.56

47.0504.66

47.0505.54

25

3Biella completa47.0300.0126

5

5

Vite M6x14 UNI 5931 - WS92

Vite M6x30 UNI 5931 - WS132-WS162

99.1837.00

99.1912.00
27

1

1

Coperchio carter - WS92

Coperchio carter - WS132-WS162

47.1600.22

47.1601.22
28

6Vite M8x35 UNI 593199.3099.0032

4OR Ø 10.82x1.78 (2043)                    690.3585.0031

1Tappo G 1/4�x998.2041.0030

1Spia livello olio G 3/4�97.5968.0029

NRDESCRIZIONE � DESCRIPTION - KITCOD.POS

3Anello RESTOP Ø 22           29-148-14990.2730.0047

3Anello intermedio Ø 22            29-14947.2170.7046

3Anello di testa Ø 22                  11-2946.1000.5145

3Anello tenuta Ø 22 HP             29-14890.2725.0044

3Anello di fondo Ø 22                 14-2947.0806.7043

1Rosetta Ø 17.5x23x1.596.7380.0054

1Tappo G 3/8�x1398.2100.0053

1Rosetta Ø 21.5x27x1.596.7514.0052

1Tappo G 1/2�x1098.2176.0051

4Rosetta Ø 10 DIN 798096.7106.0050

4Vite M10x18 UNI 593199.3644.0049

2Piedino47.2000.7448

3Anello tenuta Ø 22 LP              29-14890.2728.0056

NRDESCRIZIONE � DESCRIPTION - KITCOD.POS

KIT 1

4-5

6-7

8

(11)

6

KIT 2

16

3

KIT 3

41

2

KIT 6

31-34

36-37

38

3

KIT RICAMBI � SPARE KITS

KIT Nr.

Posizioni 

incluse

Positions

included

Nr. Pcs.

OTTONE

BRASS

KIT 4

9-10

6

NICKEL

KIT 5

9-10

6

KIT 11

45

6

KIT 14

42-43

3

KIT 29

42-43

44-45

46-47

56

1

KIT 148

44-47

56

3

KIT 149

PISTONE- PISTON Ø22

46-47

3

PISTONE � PISTON Ø22

WS92 - WS132

WS162

OTTONE

BRASS

NICKEL

WS92 - WS132

WS162

6



8

DIS. COD. 47.9528.00

* Fissare con Loctite 542 col. ROSSO

* Affix with Loctite 542 col. RED

* Fixer avec de la Loctite 542 couleur ROUGE

* Mit Loctite 542 ROT befestigen

* Fijar con Loctite 542 col. ROJO

* Fixar com Loctite 542 cor. VERMELHA
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1Linguetta 8x7x35 UNI 660491.4890.0023

6Anello di fermo Ø 1290.0557.0022

1Coperchio cuscinetto47.1511.2213

1Albero47.0217.3521

1OR Ø 133.02x2.62 (3525)90.3922.0020

1Tappo carico olio G 3/8�98.2106.0019

1Carter pompa47.0102.2218

3Anello rad. Ø 22x32x2.5                  290.1625.0016

6Sede valvola                                  136.2003.665

6Valvola                                          136.2001.766

6Guida valvola                                 136.2002.518

6OR Ø 20.24x2.62 (3081)              10690.3847.009

6Tappo M24x1.5x17.5 � H.P.         10698.2224.0010

6Gruppo valvola                               136.7032.0111

8Vite M8x16 UNI 593199.3039.0012

2OR Ø 67.95x2.62 (3325)90.3913.0014

17 3Boccola Ø 22x25x3090.9126.00

6Molla Ø 9.4x14.8                            194.7376.007

2Cuscinetto a rulli 3220691.8377.0015

6OR Ø 17.13x2.62 (3068)                 190.3841.004

DESCRIZIONE � DESCRIPTION - KIT

Testata Ø 16 - NICKEL

Vite M8x70 UNI 5737

Rosetta Ø 8 UNI 1736

NR

1

8

8

COD.

47.1214.41

99.3206.00

96.7020.00

POS

1

2

3

3Anello RESTOP Ø 16                  109-11290.2643.0047

3Anello intermedio Ø 16              110-112 47.2172.7046

3Anello di testa Ø 16                   108-11247.1003.5145

3Anello tenuta Ø 16 LP                109-11290.2644.0044

3Anello di fondo Ø 16                  111-11247.0808.7043

3OR Ø 34.65x1.78 (2137)            111-11290.3616.0042

1Anello rad. Ø 30x55x7                       390.1648.0041

2Spessore97.5678.0040

1Coperchio cuscinetto47.1510.2239

3Vite fissaggio pistone                      10747.2196.6638

3OR Ø 7.66x1.78 � Spec.                  10790.3577.0037

3Spinotto Ø 13x3597.7380.0024

3Guida pistone47.0506.6625

3Biella completa47.0300.0126

5Vite M6x30 UNI 593199.1912.0027

1Coperchio carter47.1601.2228

3Anello di protezione47.2117.4734

6Vite M8x35 UNI 593199.3099.0032

1OR Ø 10.82x1.78 (2043)90.3585.0031

1Tappo G 1/4�x998.2041.0030

1Spia livello olio G 3/4�97.5968.0029

3Pistone Ø 1647.0408.5635

3Anello antiest. Ø 8x11x1.5               10790.5033.0036

NRDESCRIZIONE � DESCRIPTION - KITCOD.POS

3Anello tenuta Ø 16 H.P.          109-11290.2642.0055

1Rosetta Ø 17.5x23x1.596.7380.0054

1Tappo G 3/8�x1398.2100.0053

1Rosetta Ø 21.5x27x1.596.7514.0052

1Tappo G 1/2�x1098.2176.0051

4Rosetta Ø 10 DIN 798096.7106.0050

4Vite M10x18 UNI 593199.3644.0049

2Piedino47.2000.7448

NRDESCRIZIONE � DESCRIPTION - KITCOD.POS

KIT 1

4-5

6-7

8

(11)

6

KIT 2

16

3

KIT 3

41

2

KIT 106

9-10

6

KIT RICAMBI � SPARE KITS

KIT Nr.

Posizioni 

incluse

Positions

included

Nr. Pcs.

KIT 107

36-37

38

3

KIT 108

45

6

KIT 112

42-43

44-45

46-47

55

1

KIT 111

42-43

3

KIT 110KIT 109

46

3

44-47

55

3

W928

T9281

8



COD. DIS. 47.2141.00

W131

W132

W151

W162

W201

COD. DIS. 47.2140.00

W92

W101

DIMENSIONI D�INGOMBRO � OVERALL DIMENSIONS � DIMENSIONS D�ENCOMBREMENT

RAUMBEDARF � DIMENSIONES TOTALES � DIMENSÕES
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WS92

WS101

WS133

W912

W913COD. DIS. 47.2145.00

COD. DIS. 47.2144.00 WS82

DIMENSIONI D�INGOMBRO � OVERALL DIMENSIONS � DIMENSIONS D�ENCOMBREMENT

RAUMBEDARF � DIMENSIONES TOTALES � DIMENSÕES

10



COD. DIS. 47.2142.00

WS102

WS152

WS202

WS131

WS132

WS151

WS162

WS171

WS201

W916

W921

W914

W922COD. DIS. 47.2143.00

DIMENSIONI D�INGOMBRO � OVERALL DIMENSIONS � DIMENSIONS D�ENCOMBREMENT

RAUMBEDARF � DIMENSIONES TOTALES � DIMENSÕES
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W928

T9281COD. DIS. 47.2146.00

DIMENSIONI D�INGOMBRO � OVERALL DIMENSIONS � DIMENSIONS D�ENCOMBREMENT

RAUMBEDARF � DIMENSIONES TOTALES � DIMENSÕES
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